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2008 Ford Taurus SEL 


1. 2008 Ford Taurus SEL 


2. Code Series 0001X-1706X / Key 
Blank H84-EK 


3. DSD 261, 1200CMB 
Card CX101, 
PCH Card PH101 / 
Cutter: CW-1011/ 
PCH1011 / Jaw Type: A / 
Gauge: Black Tip Stop 


Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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6. Insert the tool 
through the gap. 
Position the tip of the 
tool on the electric 
lock switch to open. 
Remove­tool­and­ 
deflate Air Wedge 
before opening door. 
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5. Opening Technique TC-2 / 
Carefully wedge a gap at the 
window­and­frame­using­an­ 
Ultimate­Auto­Wedge­or­an­Air­ 
Wedge.­Use­the­AutoSleeve­to­ 
prevent­damage­to­the­paint.­ 
Note: Extra care should be taken 
when prying the window or door 
away­from­the­frame. 


7. Opening Technique VR 
/ Insert wedge(s) between 
the glass and weather 
stripping. Insert light if 
needed­to­locate­vertical­ 
rod. 


Vehicle Opening 
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8. Lower HPC CO-39 or CO-71 in line 
with­the­vertical­linkage­rod.­Hook­ 
the tool on the linkage and pull up, 
lifting the button and unlocking the 
door.­Note:­Tools­may­need­to­be­ 
bent­inward­to­reach­the­vertical­rod. 


9. Lock Picking Style PX. Ignition 
Lock: Acc./On/Start = CW, Off/Lock 
=­CCW.­Driver­Side­Door:­Lock­=­ 
CW, Unlock = CCW. 


10.­Side­Impact­Airbags­/­A-3 
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11.­Ignition­Lock­Removal.­ 
Location:­Column­/­10­Tumblers.­ 
Positions 1, 3-8. 


12.­Position­tilt­steering­wheel­to­access­bottom­ 
portion­of­column­shroud.­Locate­the­3/16”­ 
access hole for ignition lock depression pin. 
With­lock­in­“On”­position,­depress­on­cylinder­ 
depression­pin­located­at­bottom­portion­of­ 
ignition­lock­to­remove­lock 


13. Pull outward on 
cylinder­to­remove­Ignition­ 
Lock. 


14. Picture of ignition lock. 


Ignition Lock 
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15.­To­dissemble­ 
ignition lock, 
make­a­service­ 
key without the 
bow of the key 
blank as shown. 


16.­Insert­the­service­key­into­the­ignition­lock­and­rotate­ 
core­to­remove­from­rear­of­housing. 


17.­Remove­core­from­rear­of­ignition­lock­housing. 


18.­Notice­how­shutter­can­be­removed­from­face­ 
of­housing­after­core­is­removed­from­housing. 
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19. Picture of 
ignition lock 
parts. 


20.­To­access­ignition­lock­assembly,­remove­3­(5/32”)­ 
screws­on­bottom­portion­of­dash­panel. 


21.­Pull­outward­on­bottom­portion­of­dash­panel­(3­ 
clips)­and­remove­panel. 


22.­Remove­3­(7/32”)­screws­on­bottom­portion­of­ 
column­shroud. 


23.­Unsnap­bottom­portion­of­column­ 
shroud­from­top­portion­to­access­ 
ignition­lock­assembly. 
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24. Picture of ignition lock 
assembly. 


25.­Door­Lock­Removal.­6­Tumbler,­Positions­2-7. 


26.­Door­Panel­Removal. 


27.­Remove­interior­access­panel­of­mirror­(3­snap­clips)­ 
on­the­driver­side­of­door. 


Door Lock 
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28.­Disconnect­power­mirror­plug. 


29.­Remove­screw­access­cap­at­doors­latch­lever. 


30.­Remove­1­(P-2)­screw. 


31.­Carefully­Remove­lever­trim­plate. 
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32.­Remove­rubber­insert­at­ 
doors­arm­rest­and­door­pull. 


33.­Remove­2­(7/32”)­ 
screws. 


34. Carefully unsnap power 
window­and­power­lock­assembly­ 
by lifting upward. 


35.­Remove­5­(P-2)­Screw­around­edge­of­door­panel. 
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36. Carefully pull outward on door panel to 
remove. 


37. Picture of back side of 
door panel. 


38. Picture of sub-panel. 
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39.­To­access­door­cavity,­pull­back­on­ 
plastic­access­cover. 


40.­Picture­of­door­lock/handle­assembly­and­linkage. 


41. 
Remove­1­ 
(10­mm)­ 
nut next 
to door 
lock. 


42. Pull outward on door 
handle. 
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43.­Remove­outside­portion­of­handles­lock­ 
face plate. 


44.­Push­lock­through­to­inside­of­door­cavity­and­ 
disconnect­form­linkage­to­remove. 


45. Picture of door lock. 


46.­To­dissemble­door­lock,­remove­c-clip­and­ 
driver­from­rear­of­lock. 
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47.­Peel­back­on­face­cap­to­remove. 


48.­Remove­core­from­housing. 


49. Notice detent pin in housing. 


50. Picture of door lock parts. 
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51.­Glove­Box­Lock­Removal.­3­Tumblers.­Positions­6-8. 


52.­Squeeze­inward­on­glove­box­side­ 
to lower door. 


53.­Remove­3­(P-2)­Screws­to­remove­lock. 


54.­Picture­of­vehicle­fob­ 
key. 


Glove­Box­Lock 
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55.­Picture­of­driver­ 
side­of­vehicle. 


56.­Picture­of­front­of­vehicle. 


57. Picture of passenger 
side­of­vehicle. 


58.­Picture­of­rear­of­vehicle. 
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59.­Picture­of­HPC­DMI-300­Dual-Mode­Illuminator. 


60. Picture 
of HPC 
MPS-300 
Multi 
Purpose 
Spotlight. 


61.­Picture­of­HPC­SM-100­Quick-Grip­Swivel­Mirror. 


62.­Picture­of­RW4­used­to­program­a­new­ 
transponder key. 


